
TECHNICAL PRODUCT DATA SHEET

Note: Malarkey Roofing Products (Malarkey) inventory SKU number for this product: 401 

Technical Data
Typical Properties: 2 square roll 

Approximate Weight 75 lbs. (34.0 kg) per roll 
Thickness 65 mils (1.65 mm) 
Packaging                      
Top Face                         

Reinforcement

Technical Assistance: Malarkey has technical services assistance available. Contact Malarkey for 
details at (800) 545-1191 or (503) 283-1191, weekdays 7:00 a.m. to 5:00 p.m. Pacific Time. 
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Under Face                     

Arctic Seal Self-Adhered Underlayment meets or exceeds:
ASTM D 1970 Standard

Precautions:  Arctic Seal requires dry storage and protection from the weather prior to its application.  Roof 
decks are to be sound, dry, smooth, meet applicable local requirements, and provide positive drainage.  
Contact Malarkey for further conditions and instructions.

Availability:  Malarkey Arctic Seal Self-Adhered Underlayment is available throughout North America and 
 for additional product information and availability.

ARCTIC SEAL
SELF-ADHERED UNDERLAYMENT

Product Use: -
-

affected by freeze/thaw cycles.  This unique protection layer can be used on new construction, re-roofs and 

Composition and Materials:  

handling while the top of the sheet has paint lines to allow for correct installation.  

Application Procedure:  Arctic Seal is applied directly to a properly prepared, clean and dry nailable roof 
deck.  Arctic Seal is to be installed over the eave metal (at the low end side of the roof), under the rake metal 
(when used), and centered in the valleys.  Strips of the membrane can be cut to allow for installation at any 
roof to wall transition (i.e.,
eave metal.  Allow the membrane to fully relax then cut into desired lengths.  Position membrane and care

20 rolls per pallet 
Sanded
Self-Adhesive with split release sheet
Fiberglass

Warranty:  Arctic Seal Self-Adhered Underlayment carries a 10-year material warranty.  Other warranties 


