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TECHNICAL PRODUCT DATA SHEET

OMNI CAP SA
430

PRODUCT DESCRIPTION
Product Use:   .metsys foor gnirehdA-fleS laeS inmO eht htiw teehs pac a sa esu rof elbatius si AS paC inmO yekralaM
This cap sheet is designed for installation with self-adhering procedures.
Precautions: Omni Cap SA requires dry storage and protection from the weather. Do not apply wet cap sheet. Roof 
decks should be sound, dry, smooth, meet necessary local requirements and provide positive drainage.
Composition and Materials: 

mineral/ceramic color coated granules for ultraviolet protection and weatherability. The selvage edge is coated with an 

Application Standards:

TECHNICAL DATA
Typical average properties, I square roll:
 

APPLICATION PROCEDURE

interply sheets.  

WARRANTIES

TECHNICAL SERVICES

-800-545-1191 for details.

AVAILABILITY

Malarkey source for product information and availability.

Effective  06.03.09   Supersedes all previously published data

Weight/Roll: 78 lbs (35.3 kg) 
Weight/Square: 78 lbs (35.3 kg)
Dimension: 39 3/8” wide x 34’ long

(1m X 10.4m)
Thickness: 110 mils (2.79 mm)
Top Surface: Ceramic Granules
Bottom Surface: Self Adhesive with release sheet
Reinforcement: Fiberglass
Colors: Available in many of the shingle colors


