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26 GA. COUNTER-FLASHING

URETHANE SEALANT

CANT STRIP

BASE FLASHING CAP SHEET

FULLY ADHERED TO THE

STRIPPING / BACKER PLY,

INSTALLED TO THE TOP OF THE

CURB AND EXTENDED 6"

BEYOND THE TOE OF THE CANT

FIELD CAP SHEET INSTALLED

TO TOP OF CANT

STRIPPING / BACKER PLY FULLY

ADHERED OVER THE TOP OF THE

CURB AND EXTENDED A MIN. OF 3"

BEYOND THE TOE OF THE CANT

FIELD BASE / INTERPLY INSTALLED

TO THE TOP OF THE CANT AND

OVER THE INSULATION / COVER

BOARD OR ROOF SUBSTRATE

INSULATION / COVER BOARD

OR ROOF SUBSTRATE

INSULATE VOID

FOR COLD STACKS

METAL UMBRELLA

NOTES:

1. THE WOOD CURB AND FLASHING SHOULD BE A MINIMUM OF 8" ABOVE THE ROOF DECK.

2. MECHANICALLY FASTEN THE TOP OF THE BASE FLASHING USING 1" DIAMETER GALVANIZED CAP NAILS, SPACED 8" O.C.

3. MECHANICALLY FASTEN THE METAL UMBRELLA TO THE TOP OF THE CURB WITH GROMMETED FASTENERS - MIN. 8" O.C.

DRAW BAND OR WELD

UMBRELLA TO STACK

METAL SLEEVE AS REQUIRED

(NOT SHOWN)

GROMMETED FASTENERS


