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ONE OR TWO-PART URETHANE

INSTALLED A MIN. OF 1" THICK OVER

THE NON-SHRINK GROUT FILLER

FIELD CAP SHEET FULLY ADHERED

TO THE STRIPPING PLIES AND

FIELD BASE / INTERPLY SYSTEM

FIELD BASE / INTERPLY INSTALLED OVER THE

INSULATION / COVER BOARD OR ROOF SUBSTRATE

 4" 3" 3"

1 OR 2 STRIPPING PLIES (DEPENDENT ON

TYPE OF PLY) INSTALLED OVER PRIMED

PITCH-PAN FLANGE, FEATHERED, AND

EXTENDING PAST THE UNDERLYING

SHEET OR FLANGE A MIN. OF 3"

PENETRATION
FLANGE OF PITCH-PAN

NOTES:

1. SHEET METAL PITCH-PAN A MIN. OF 1" BIGGER AROUND ALL SIDES OF THE PENETRATION WITH A MIN. HEIGHT OF 4"

AND DECK SIDE FLANGE OF 4", INSTALLED OVER THE FIELD BASE / INTERPLY IN A LAYER OF ROOF CEMENT.

2. IF FLANGES ARE NOT LEAD, INSTALL WOOD NAILERS TO MATCH HEIGHT OF INSULATION/COVER BOARD AND

FASTEN 6” O.C. IN TWO STAGGERED ROWS.

3. PITCH PANS ARE A MAINTENANCE ITEM AND MUST BE MAINTAINED BY THE BUILDING OWNER.

3" THICK NON-SHRINK GROUT FILLER

INSTALLED INSIDE OF PITCH-PAN
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