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PLYWOOD / OSB SUBSTRATE TOE-NAILED TO THE

PROVIDED NAILER AT THE TOP OF THE METAL

CURB. THE SPACE BETWEEN THE METAL CURB AND

PLYWOOD / OSB SUBSTRATE WILL BE FILLED WITH

LOOSE (R-19 OR R-22) INSULATION TO ELIMINATE

DEAD AIR SPACE.

8d OR 16d NAILS USED TO TOE-NAIL THE PLYWOOD /

OSB SUBSTRATE TO THE ROOF DECK OR LEVELING

SHIM FOR CURB. OPTIONAL ATTACHMENT METHOD IS

TO USE ASPHALT ADHESIVE TO SUBSTRATE OF CANT.

MIN. 1/2" THICK PLYWOOD / OSB SUBSTRATE

ROOFTOP EQUIPMENT

METAL COUNTER FLASHING INSTALLED TO COVER

THE BASE FLASHING MEMBRANE; FASTEN WITH A

GROMMETED SCREW THROUGH THE METAL AND

ROOFING AND INTO THE PLYWOOD / OSB SUBSTRATE.

NOTES:

1. THIS DETAIL IS RECOMMENDED FOR USE AS AN ALTERNATIVE TO DUAL-CANTED BASE FLASHING. DUAL-CANTED BASE

FLASHING CAN BRIDGE ONCE ELEVATED ROOF TEMPERATURES OCCUR.

2. ROOFING SYSTEM IS COMPOSED OF: 1) FIELD BASE / INTERPLY INSTALLED TO TOP OF CANT; 2) STRIPPING / BACKER

PLY DOWN FROM INCLINE AND 3” PAST TOE OF CANT; 3) FIELD CAP SHEET TO TOP OF CANT; AND 4) BASE FLASHING

CAP SHEET DOWN FROM INCLINE AND 6” PAST TOE OF CANT.

ROOFING SYSTEM (SEE NOTE 2)

 2"

18"

4"


