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BASE FLASHING WITH SURFACE MOUNT COUNTER

FLASHING - ISO VIEW

(CONCRETE WALL)

LOW SLOPE 5 - ISO

SCALE:  NOT TO SCALE

PROJECT NO:  

OWNER:

SUBMITTAL NO. :

DATE: 

ADDRESS:

DRAWING NO. :  

PROJECT NAME:

8" MIN.

CANT STRIP

INSULATION / COVER BOARD

OR ROOF SUBSTRATE

8"

INSTALL 1" DIAMETER CAP CONCRETE

FASTENERS 1/2" BELOW THE TOP OF THE

BASE FLASHING AT SPACING OF 8" ON

CENTER.

BASE FLASHING CAP SHEET FULLY

ADHERED TO THE STRIPPING / BACKER

PLY.  EXTEND BASE FLASHING A MIN 6"

BEYOND THE TOE OF THE CANT AND A

MIN. OF 8" ABOVE THE FINISHED ROOF

SYSTEM.

METAL COUNTER FLASHING

6"

STRIPPING / BACKER PLY, FULLY ADHERED

TO THE VERTICAL WALL SUBSTRATE AND

ABOVE THE FINISHED ROOF DECK A MIN.

OF 8" AND EXTENDING A MIN. OF 3"

BEYOND THE TOE OF THE CANT

3"

PRIMED VERTICAL

FACE WALL

3 COURSE

FIELD BASE / INTERPLY INSTALLED TO THE

TOP OF THE CANT OVER THE INSULATION /

COVER BOARD OR ROOF SUBSTRATE

FIELD CAP SHEET

SEALANT

NOTES:

1. SEAL TERMINATION OF BASE FLASHING CAP SHEET WITH EITHER METAL COUNTER FLASHING AND 6"-WIDE, THREE-COURSE SBS MASTIC

AND WEB REINFORCEMENT OR 6"-WIDE STRIPPING PLY OF SELF-ADHERING MEMBRANE OR WRB. APPLICATION SHOULD COVER FASTENERS

USED TO SECURE BASE FLASHING CAP SHEET.
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