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FIELD BASE / INTERPLY INSTALLED OVER THE INSULATION /

COVER BOARD OR ROOF SUBSTRATE (BASE SHEET MAY BE

MECHANICALLY FASTENED TO NAILABLE SUBSTRATES)

WALL BASE SHEET MECHANICALLY

FASTENED (SCATTER NAILED) WITH

1" DIAMETER METAL CAP NAILS

STRAPPED FLASHING CAP SHEET FULLY

ADHERED TO THE STRIPPING / BACKER

PLY, EXTENDING A MINIMUM OF 6" ONTO

THE FIELD AND FASTENED AT THE TOP

WITH A ROW OF 1" DIAMETER METAL CAP

NAILS AT 8" O.C.

METAL COPING, INSTALLED AS SPECIFIED

TAPERED

SHIM

WALL FLASHING

CAP SHEET

SELF-ADHERING

MEMBRANE OR

STRIPPING /

BACKER PLY

FIELD CAP SHEET

WOOD

DECK

STRIPPING / BACKER PLY FULLY

ADHERED AND EXTENDING A MIN. OF 3"

ONTO THE FIELD; TERMINATES AT THE

TOP BEFORE VERTICAL TRANSITION

 6"

 3"

METAL COPING CAP TERMINATION OPTION  1:

INSTALL WATERPROOFING PLY (ARCTIC SEAL,

SECURE START HT, OR CAP SHEET MEMBRANE)

OVER TERMINATION OF THE WALL FLASHING

CAP SHEET.

WATERPROOFING PLY

NOTES:

1. INSTALL WALL COVERING AS ILLUSTRATED ABOVE. IF NOT COMPLETELY

WRAPPING THE TOP OF THE WALL, MECHANICALLY FASTEN THE TOP OF THE

VERTICAL WALL FLASHING CAP SHEET USING 1” DIAMETER GALVANIZED CAP

NAILS, 8” O.C.
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